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Installation of CheckWatt CM10 and the EcoFlow inverters is performed according to 
their manuals. This manual describes how communication between the CheckWatt 
CM10 and EcoFlow inverter is established.

Communication between CM10 and inverter is  carried  over   modbus TCP/IP  via 
ethernet cable CAT6 FTP

Max inverters per CM10: 1
Max approved batteries: 4



Gamlestadsvägen 18B
415 02 Göteborg
SWEDEN

www.checkwatt.se
info@checkwatt.se

+46 101 88 65 65

Connect the WAN (Ethernet cable) 
between the property's router* and LAN 1 
(eth0) on the CM10 for internet 
connection to the CM10.
* or other network equipment such as PLC-modem, 
wifi-repeater or network switch. 

NOTE! LAN 1 and LAN 2 must not be mixed up as they 
have different functions.

Connect the LAN2 port of the CM10 
to the WAN port of the EcoFlow 
PowerOcean Hybrid Inverter.

Please purchase and use cables that meet 
local certification standards.

Installation: Internet connection and communication
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1. Download and Install EcoFlow Pro App 
(For Installer Only)

Scan the QR code or download at:
https://download.ecoflow.com/ecoflowproapp

For basic operations such as creating an 
account, logging in, and adding devices, 
follow the on-screen instructions in the app 
or refer to the app operation section in the 
EcoFlow PowerOcean Installation Guide.

App Operations

All settings can be accessed through the EcoFlow Pro App (For Installers), which 
requires an account with installer permissions. Within the app, you can configure 
the FCR control feature, which allows you to manage your system via Frequency 
Containment Reserve (FCR).

Please note that the FCR control feature requires firmware version 5.1.33 or above, 
and is only supported by EcoFlow Pro App (For Installers) version 3.9 or above.
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App Operations

2. Choose FCR Control 
Mode

a) Go to Plants and select 
the Settings icon in the 
top-right corner.

b) In Settings, select Control 
mode
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2. Choose FCR Control 
Mode

c) Choose FCR control

App Operations
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2. Choose FCR Control 
Mode

d) The status should now be 
displayed as Controlled by 
FCR.

App Operations


