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Särskilda installationsinstruktioner
CheckWatt CM10 till EcoFlow PowerOcean Hybrid
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Installation av CheckWatt CM10 samt EcoFlow växelriktare sker enligt respektive 
installationsmanual. Följande dokumentation beskriver specifikt hur kommunikation 
upprättas mellan CheckWatt CM10 och EcoFlow Hybridväxelriktare.

Kommunikation mellan CM10 och växelriktaren sker med Modbus TCP via 
nätverkskabel av typen CAT6 FTP.

Max antal växelriktare per: 1
Max antal batterier: 4
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Koppla WAN (ethernetkabel) mellan 
fastighetens router* och LAN 1 (eth0) på 
CM10 för internetuppkoppling till CM10.
* eller annan nätverksutrustning som PLC-modem, 
wifi-repeater eller nätverksswitch) 

OBS! LAN 1 och LAN 2 får inte blandas ihop då de fyller 
olika funktion

Anslut LAN2-porten på CM10 till 
WAN-porten på EcoFlow 
PowerOcean Hybrid Inverter.

Köp och använd kablar som uppfyller lokala 
certifieringsstandarder.

 Fysisk koppling mellan CM10 och EcoFlow
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1. Download and Install EcoFlow Pro App 
(For Installer Only)

Scan the QR code or download at:
https://download.ecoflow.com/ecoflowproapp

For basic operations such as creating an 
account, logging in, and adding devices, 
follow the on-screen instructions in the app 
or refer to the app operation section in the 
EcoFlow PowerOcean Installation Guide.

App Operations

All settings can be accessed through the EcoFlow Pro App (For Installers), which 
requires an account with installer permissions. Within the app, you can configure 
the FCR control feature, which allows you to manage your system via Frequency 
Containment Reserve (FCR).

Please note that the FCR control feature requires firmware version 5.1.33 or above, 
and is only supported by EcoFlow Pro App (For Installers) version 3.9 or above.
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App Operations

2. Choose FCR Control 
Mode

a) Go to Plants and select 
the Settings icon in the 
top-right corner.

b) In Settings, select Control 
mode
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2. Choose FCR Control 
Mode

c) Choose FCR control

App Operations
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2. Choose FCR Control 
Mode

d) The status should now be 
displayed as Controlled by 
FCR.

App Operations


