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Installation manual
CheckWatt CM10 and Solis inverter

RHI-3P(5-10)K-HVES-5G
Updated 2025-12-01

Installation of CheckWatt CM10 and the Solis inverters is performed according to their 
manuals. This manual describes how communication between the CheckWatt CM10 
and Solis inverter is established.

Communication between CM10 and inverter is carried over Modbus TCP via a CAT6 
FTP network cable.

Note: The link with SolisCloud will be lost when CM10 is connected.

Max inverters per CM10: 1
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Connect the WAN (Ethernet cable) 
between the property's router* and LAN 
1 (eth0) on the CM10 for internet 
connection to the CM10.
* or other network equipment such as PLC-modem, 
wifi-repeater or network switch. 

NOTE! LAN 1 and LAN 2 must not be mixed up as 
they have different functions.

Connect the LAN (Ethernet cable) to 
LAN 2 (eth1) on the CheckWatt CM10. 
This cable should then be connected to 
the Solis inverter.

NOTE! LAN 1 and LAN 2 must not be mixed 
up as they have different functions.

Installation: Internet connection and communication
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Connect the LAN (Ethernet cable) 
from LAN 2 on CM10  to the 
Datalogger S2-WL-ST 4-Pin.

The Solis inverter will now be provided
with internet through the CheckWatt 
CM10.

Installation: Internet connection and communication
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Navigate to Storage 
Mode via
Device > 
Inverter serial number > 
Inverter control > 
Storage mode

Settings

Press inverter 
serial in list

1.

2.

3.

4.
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Change following 
settings on Storage 
Mode page.

Remember to press 
Save for each one.

Allow export: 
Enable 

Unbalance output: 
Off

Allow Grid 
Charging: 
Enable

Settings

Off
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Customers will get 
a popup in the Solis 
portal asking about 
Solis AI. Here they 
must select Reject 
in order to not 
activate the Solis AI 
which will interfere 
with CheckWatt. 

Information for customer
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Firmware update inverter

When the installation is complete, a support ticket should be submitted to the Solis 
Service Center to update the inverter to the correct firmware - version: 100121CF. You 
can do this by logging in to the Solis Service Center and then clicking on “Submit a 
Ticket.” If you don't have an account, you will need to create one.

In the description, write:  
Firmware update for CheckWatt VPP services

https://solis-service.solisinverters.com/sv-SE/support/login
https://solis-service.solisinverters.com/sv-SE/support/login

